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Delivery of acids, alkalis and other corrosive chemicals
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Proper Application

Characteristics
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Inner rubber layer is made from good-quality rubber which

has the highest resistance to corrosive fluid.

Chemical Resistant Hose
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Chemical Suction & Delivery Hose
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Chemical Hose
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Both hose ends are sealed with the same qualitative rubber as inner to protect cord reinforcement from corrosion.
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Standard Specifications

BABERE : 10m

MEZEE :

BXRFEAEN : 0.49MPa

-95KPa

Max. Manufacturable Length: 10m

Vacuum Pressure Resistance: -95KPa

Max. Working Pressure: 0.49MPa

HIEEE & Weight
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Hose Fittings

(kg/m) (kg/set)
40 1-1/2 38.1 58 1-2 1 2.4 2.8
50 2 50.8 72 1-2 1 3.6 3.8
65 2-1/2 63.5 85 1-2 1 4.3 52
80 3 76.2 99 1-2 1 ® 6.8
100 4 101.6 125 1-2 1 7.5 9.0
125 5 127.0 153 1-2 1 9.9 12.2
150 6 152.4 181 1-2 1 13.8 18.6
200 8 203.2 239 1-4 1 20.6 26.2
250 10 254.0 293 1-4 1 28.5 394

BARFEAEN : 0.98MPa  Max. Working Pressure: 0.98MPa
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HIEEE & Weight
R—2R Sl
Hose Fittings
(kg/m) (kg/set)
2.6 4.2
3.8 5.4
4.5 7.4
5.5 7.8
8.1 10.4
10.7 15.0
15.3 22.2
24.7 28.4
33.5 44.2
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Weight of metal fitting is based on JIS flange.
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OD and weight data may be changed due to working pressure and service condition.
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